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The manufacturer is to check all dimensions on the drawings
and on the site with the contractor before commencing manufacture.
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1.0   ANY ERRORS, DISCREPANCIES OR OMISSIONS TO

BE REPORTED TO THE ARCHITECT IMMEDIATELY.

1.1   ALL WORK TO BE IN ACCORDANCE WITH GOOD AND

ACCEPTED LOCAL BUILDING PRACTICE.

1.2   FIGURED DIMENSIONS TO BE TAKEN IN

PREFERENCE TO SCALED DIMENSIONS.

1.3  THESE DRAWINGS TO BE READ IN ACCORDANCE

WITH ENGINEERS AND OTHER CONSULTANT DRAWINGS.

1.4  ALL BUILDING BYE-LAWS, HEALTH AND FIRE

REQUIREMENTS TO BE STRICTLY ADHERED TO.

1.5  THE CONTRACTOR WILL BE RESPONSIBLE FOR THE

CORRECT SETTING OUT OF THE WORK ANY DOUBT AS TO

THE  ACCURACY OF BOUNDARY PEGS OR LINES TO BE

REPORTED TO THE CLIENT IMMEDIATELY.

1.6  FOUNDATION TO BOUNDARY WALLS NOT TO

ENCROACH  OVER BOUNDARY LINES.

1.7  ALL ELECTRICAL AND DRAINAGE WORK TO BE

EXECUTED BY REGISTERED TRADESMEN.

1.8  LINTELS TO BE INSTALLED IN ACCORDANCE WITH  

MANUFACTURERS INSTRUCTIONS.

1.9  ANT POISONING UNDER ALL SURFACE BEDS.

2.0  CONTRACTOR SHALL TAKE ALL NECESSARY

PRECAUTION TO AVOID ANY DAMAGE WHATSOEVER TO

EXISTING BUILDINGS & FENCES.

2.1 DPC. TO ALL WINDOW CILLS AND UNDER SURFACE  

BEDS UNDER SUPER STRUCTURE WALLS.

2.2  A MINIMUM OF 2SET OF AIR BRICKS IN EACH ROOM

ABOVE EVERY WINDOW OPENNING OR UNLESS SPECIFIED

2.3  BRICK FORCE EVERY 5 COURSES, AND EVERY 3

COURSES OR AS SPECIFIED BY THE ENGINEER
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100mm dia mildsteel toggle/turnbuckle

pvc mesh coated tarpaulin with PVDF.
0.4mm thick. 500g/m2. 100% waterproof

mildsteel clamp plate fixed to ms
turnbuckle.

fixing plate anchored to concrete
beam

failsafe PVC belt (non-tensioned)

circular fixing plate welded to steel
round column

475mm dia  steel round-
tube column

double-thickness reinforcement
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100mm dia mildsteel toggle/turnbuckle

pvc mesh coated tarpaulin with PVDF.
0.4mm thick. 500g/m2. 100% waterproof

mildsteel clamp plate fixed to ms
turnbuckle.

fixing plate anchored to concrete
beam

 mildsteel edge cable

failsafe PVC belt (non-tensioned)

circular fixing plate welded to steel
round column

475mm dia  steel round-
tube column

mild steel base plate bolt-
fixed to reinforced
concrete base to
engineer's specification

double-thickness reinforcement

ENTRANCE FEATURE PLAN VIEW 1:50

ENTRANCE FEATURE SECTION 1:50
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1.0   ANY ERRORS, DISCREPANCIES OR OMISSIONS TO

BE REPORTED TO THE ARCHITECT IMMEDIATELY.

1.1   ALL WORK TO BE IN ACCORDANCE WITH GOOD AND

ACCEPTED LOCAL BUILDING PRACTICE.

1.2   FIGURED DIMENSIONS TO BE TAKEN IN

PREFERENCE TO SCALED DIMENSIONS.

1.3  THESE DRAWINGS TO BE READ IN ACCORDANCE

WITH ENGINEERS AND OTHER CONSULTANT DRAWINGS.

1.4  ALL BUILDING BYE-LAWS, HEALTH AND FIRE

REQUIREMENTS TO BE STRICTLY ADHERED TO.

1.5  THE CONTRACTOR WILL BE RESPONSIBLE FOR THE

CORRECT SETTING OUT OF THE WORK ANY DOUBT AS TO

THE  ACCURACY OF BOUNDARY PEGS OR LINES TO BE

REPORTED TO THE CLIENT IMMEDIATELY.

1.6  FOUNDATION TO BOUNDARY WALLS NOT TO

ENCROACH  OVER BOUNDARY LINES.

1.7  ALL ELECTRICAL AND DRAINAGE WORK TO BE

EXECUTED BY REGISTERED TRADESMEN.

1.8  LINTELS TO BE INSTALLED IN ACCORDANCE WITH  

MANUFACTURERS INSTRUCTIONS.

1.9  ANT POISONING UNDER ALL SURFACE BEDS.

2.0  CONTRACTOR SHALL TAKE ALL NECESSARY

PRECAUTION TO AVOID ANY DAMAGE WHATSOEVER TO

EXISTING BUILDINGS & FENCES.

2.1 DPC. TO ALL WINDOW CILLS AND UNDER SURFACE  

BEDS UNDER SUPER STRUCTURE WALLS.

2.2  A MINIMUM OF 2SET OF AIR BRICKS IN EACH ROOM

ABOVE EVERY WINDOW OPENNING OR UNLESS SPECIFIED

2.3  BRICK FORCE EVERY 5 COURSES, AND EVERY 3

COURSES OR AS SPECIFIED BY THE ENGINEER

PROJECT NUMBER

3/18/2024

3/18/2024

3/18/2024

NO. DATE REVISION DRAWN

3/18/2024

ZIMSTATS

4,456 861

1,
09

4
2,

92
7

5,137 100 5,157 810

1,
56

4
10

0
2,

79
3

10
0

3,
92

1

128°

9mm plasterboard ceiling  ceiling fixed to
underside of concrete slab. Fixing to detail

9mm plasterboard ceiling bulkhead ceiling fixed
to underside of concrete slab. Fixing to detail

all bulkheads to have green LED light strips, to
specialist's detail and to architect's approval

all bulkheads to have green
LED light strips, to
specialist's detail and to
architect's approval

CEILING BULKHEAD
Detail
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9mm plasterboard
ceiling bulkhead
ceiling fixed to
underside of concrete
slab. Fixing to detail

9mm plasterboard
ceiling  ceiling fixed to
underside of concrete
slab. Fixing to detail

38X38mm SW batterns
/framework fixed to
underside of reinforced
concrete slab. Note the
equivalent aluminium
channels can be used.

9mm plasterboard fixed to
38x38mm
batterns/supporting
framework.

9mm plasterboard fixed to
38x38mm
batterns/supporting
framework.

reinforced concrete slab to
engineer's detail
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9mm plasterboard fixed to
38x38mm
batterns/supporting
framework.

38X38mm SW batterns
/framework fixed to
underside of reinforced
concrete slab. Note the
equivalent aluminium
channels can be used.

reinforced concrete slab to
engineer's detail

9mm plasterboard fixed to
38x38mm
batterns/supporting
framework.

38X38mm SW batterns
/framework fixed to
underside of reinforced
concrete slab. Note the
equivalent aluminium
channels can be used.

reinforced concrete slab to
engineer's detail
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