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1.0   ANY ERRORS, DISCREPANCIES OR OMISSIONS TO

BE REPORTED TO THE ARCHITECT IMMEDIATELY.

1.1   ALL WORK TO BE IN ACCORDANCE WITH GOOD AND

ACCEPTED LOCAL BUILDING PRACTICE.

1.2   FIGURED DIMENSIONS TO BE TAKEN IN

PREFERENCE TO SCALED DIMENSIONS.

1.3  THESE DRAWINGS TO BE READ IN ACCORDANCE

WITH ENGINEERS AND OTHER CONSULTANT DRAWINGS.

1.4  ALL BUILDING BYE-LAWS, HEALTH AND FIRE

REQUIREMENTS TO BE STRICTLY ADHERED TO.

1.5  THE CONTRACTOR WILL BE RESPONSIBLE FOR THE

CORRECT SETTING OUT OF THE WORK ANY DOUBT AS TO

THE  ACCURACY OF BOUNDARY PEGS OR LINES TO BE

REPORTED TO THE CLIENT IMMEDIATELY.

1.6  FOUNDATION TO BOUNDARY WALLS NOT TO

ENCROACH  OVER BOUNDARY LINES.

1.7  ALL ELECTRICAL AND DRAINAGE WORK TO BE

EXECUTED BY REGISTERED TRADESMEN.

1.8  LINTELS TO BE INSTALLED IN ACCORDANCE WITH  

MANUFACTURERS INSTRUCTIONS.

1.9  ANT POISONING UNDER ALL SURFACE BEDS.

2.0  CONTRACTOR SHALL TAKE ALL NECESSARY

PRECAUTION TO AVOID ANY DAMAGE WHATSOEVER TO

EXISTING BUILDINGS & FENCES.

2.1 DPC. TO ALL WINDOW CILLS AND UNDER SURFACE  

BEDS UNDER SUPER STRUCTURE WALLS.

2.2  A MINIMUM OF 2SET OF AIR BRICKS IN EACH ROOM

ABOVE EVERY WINDOW OPENNING OR UNLESS SPECIFIED

2.3  BRICK FORCE EVERY 5 COURSES, AND EVERY 3

COURSES OR AS SPECIFIED BY THE ENGINEER
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1.0   ANY ERRORS, DISCREPANCIES OR OMISSIONS TO

BE REPORTED TO THE ARCHITECT IMMEDIATELY.

1.1   ALL WORK TO BE IN ACCORDANCE WITH GOOD AND

ACCEPTED LOCAL BUILDING PRACTICE.

1.2   FIGURED DIMENSIONS TO BE TAKEN IN

PREFERENCE TO SCALED DIMENSIONS.

1.3  THESE DRAWINGS TO BE READ IN ACCORDANCE

WITH ENGINEERS AND OTHER CONSULTANT DRAWINGS.

1.4  ALL BUILDING BYE-LAWS, HEALTH AND FIRE

REQUIREMENTS TO BE STRICTLY ADHERED TO.

1.5  THE CONTRACTOR WILL BE RESPONSIBLE FOR THE

CORRECT SETTING OUT OF THE WORK ANY DOUBT AS TO

THE  ACCURACY OF BOUNDARY PEGS OR LINES TO BE

REPORTED TO THE CLIENT IMMEDIATELY.

1.6  FOUNDATION TO BOUNDARY WALLS NOT TO

ENCROACH  OVER BOUNDARY LINES.

1.7  ALL ELECTRICAL AND DRAINAGE WORK TO BE

EXECUTED BY REGISTERED TRADESMEN.

1.8  LINTELS TO BE INSTALLED IN ACCORDANCE WITH  

MANUFACTURERS INSTRUCTIONS.

1.9  ANT POISONING UNDER ALL SURFACE BEDS.

2.0  CONTRACTOR SHALL TAKE ALL NECESSARY

PRECAUTION TO AVOID ANY DAMAGE WHATSOEVER TO

EXISTING BUILDINGS & FENCES.

2.1 DPC. TO ALL WINDOW CILLS AND UNDER SURFACE  

BEDS UNDER SUPER STRUCTURE WALLS.

2.2  A MINIMUM OF 2SET OF AIR BRICKS IN EACH ROOM

ABOVE EVERY WINDOW OPENNING OR UNLESS SPECIFIED

2.3  BRICK FORCE EVERY 5 COURSES, AND EVERY 3

COURSES OR AS SPECIFIED BY THE ENGINEER
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1.0   ANY ERRORS, DISCREPANCIES OR OMISSIONS TO

BE REPORTED TO THE ARCHITECT IMMEDIATELY.

1.1   ALL WORK TO BE IN ACCORDANCE WITH GOOD AND

ACCEPTED LOCAL BUILDING PRACTICE.

1.2   FIGURED DIMENSIONS TO BE TAKEN IN

PREFERENCE TO SCALED DIMENSIONS.

1.3  THESE DRAWINGS TO BE READ IN ACCORDANCE

WITH ENGINEERS AND OTHER CONSULTANT DRAWINGS.

1.4  ALL BUILDING BYE-LAWS, HEALTH AND FIRE

REQUIREMENTS TO BE STRICTLY ADHERED TO.

1.5  THE CONTRACTOR WILL BE RESPONSIBLE FOR THE

CORRECT SETTING OUT OF THE WORK ANY DOUBT AS TO

THE  ACCURACY OF BOUNDARY PEGS OR LINES TO BE

REPORTED TO THE CLIENT IMMEDIATELY.

1.6  FOUNDATION TO BOUNDARY WALLS NOT TO

ENCROACH  OVER BOUNDARY LINES.

1.7  ALL ELECTRICAL AND DRAINAGE WORK TO BE

EXECUTED BY REGISTERED TRADESMEN.

1.8  LINTELS TO BE INSTALLED IN ACCORDANCE WITH  

MANUFACTURERS INSTRUCTIONS.

1.9  ANT POISONING UNDER ALL SURFACE BEDS.

2.0  CONTRACTOR SHALL TAKE ALL NECESSARY

PRECAUTION TO AVOID ANY DAMAGE WHATSOEVER TO

EXISTING BUILDINGS & FENCES.

2.1 DPC. TO ALL WINDOW CILLS AND UNDER SURFACE  

BEDS UNDER SUPER STRUCTURE WALLS.

2.2  A MINIMUM OF 2SET OF AIR BRICKS IN EACH ROOM
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2.3  BRICK FORCE EVERY 5 COURSES, AND EVERY 3
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EXECUTED BY REGISTERED TRADESMEN.

1.8  LINTELS TO BE INSTALLED IN ACCORDANCE WITH  

MANUFACTURERS INSTRUCTIONS.

1.9  ANT POISONING UNDER ALL SURFACE BEDS.

2.0  CONTRACTOR SHALL TAKE ALL NECESSARY

PRECAUTION TO AVOID ANY DAMAGE WHATSOEVER TO

EXISTING BUILDINGS & FENCES.

2.1 DPC. TO ALL WINDOW CILLS AND UNDER SURFACE  

BEDS UNDER SUPER STRUCTURE WALLS.

2.2  A MINIMUM OF 2SET OF AIR BRICKS IN EACH ROOM

ABOVE EVERY WINDOW OPENNING OR UNLESS SPECIFIED

2.3  BRICK FORCE EVERY 5 COURSES, AND EVERY 3

COURSES OR AS SPECIFIED BY THE ENGINEER

PROJECT NUMBER

3/18/2024

3/18/2024

3/18/2024

NO. DATE REVISION DRAWN

3/18/2024

ZIMSTATS

123456789

10

11 12 13 14 15 16 17 18 19

D
O

W
N

U
PCustom Text

1 2 3 4 5 6 7 8 9

10

111213141516171819

D
O

W
N

U
P Custom Text

B C D E G J K

4

H

5

6

7

S03

110mm Dia Full bore
with downpipe
to specialist detail

110mm Dia Full bore
with downpipe
to specialist detail

110mm Dia Full bore
with downpipe
to specialist detail

110mm Dia Full bore
with downpipe
to specialist detail

110mm Dia Full bore
with downpipe
to specialist detail

Existing concrete roof slab  @
22000 mm to underside to be
made good. To repair damp
proofing where required.
(waterproofing to specialist spec)
cast with fall towards Fulbore
outlet draining into PVC
pipe in duct / concrete column,
and to ground line.

Existing concrete roof slab  @
22000 mm to underside to be
made good. To repair damp
proofing where required.
(waterproofing to specialist spec)
cast with fall towards Fulbore
outlet draining into PVC
pipe in duct / concrete column,
and to ground line.

Existing concrete roof slab  @
24500 mm to underside to be
made good. To repair damp
proofing where required.
(waterproofing to specialist spec)
cast with fall towards Fulbore
outlet draining into PVC
pipe in duct / concrete column,
and to ground line.

7. ROOF PLAN 1:100



GSPublisherVersion 0.0.100.100

NOTES.

SIGNATURE DATE
SHEET SIZE

A1

VERIFIED

DRAWN

DESIGNED
SCALE

STATUS LEGEND

T    =TENDER
I     = INFORMATION

C   = CONSTRUCTION

DRAWING TITLE

as shown

CLIENT
VALIDATED

AB = AS BUILT

STATUS

ARCHITECT

PROJECT TITLE 

Notes :
This drawing is the property of

STUDIO FIVE ARCHITECTS
and shall not be traced, photographed or reproduced in any
manner, nor used for any purpose whatsoever except by written
permission of STUDIO FIVE. Figured dimensions to be taken in
preference to scaling off drawings.
All relevant details, dimensions and levels to be checked on the site
before any work is commenced.
The manufacturer is to check all dimensions on the drawings
and on the site with the contractor before commencing manufacture.

S5 ARCHITECTS

S5 ARCHITECTS

S5 ARCHITECTS

S5 ARCHITECTS

DRAWING NUMBER

PURPOSE

06.2.1

#Project Status

PHASE 01 S01

#Pln

EMAIL:

ADDRESS: CELL

PHASE 01

SHEET NUMBER

Office  No  5
Chaifont Road
Greencroft
Harare

Tel: 024 2332 987

Cell     : +263 (0) 783 934 290
           : +263 (0) 775 257 104

       : +263 (0) 772 690 587
       : +263 (0) 719 690 587
       : +263 (0) 772 807 122

: +263 (0) 719 807 122

admin@studio5architects.com
info@studio5architects.com

1.0   ANY ERRORS, DISCREPANCIES OR OMISSIONS TO

BE REPORTED TO THE ARCHITECT IMMEDIATELY.

1.1   ALL WORK TO BE IN ACCORDANCE WITH GOOD AND

ACCEPTED LOCAL BUILDING PRACTICE.

1.2   FIGURED DIMENSIONS TO BE TAKEN IN

PREFERENCE TO SCALED DIMENSIONS.

1.3  THESE DRAWINGS TO BE READ IN ACCORDANCE

WITH ENGINEERS AND OTHER CONSULTANT DRAWINGS.

1.4  ALL BUILDING BYE-LAWS, HEALTH AND FIRE

REQUIREMENTS TO BE STRICTLY ADHERED TO.

1.5  THE CONTRACTOR WILL BE RESPONSIBLE FOR THE

CORRECT SETTING OUT OF THE WORK ANY DOUBT AS TO

THE  ACCURACY OF BOUNDARY PEGS OR LINES TO BE

REPORTED TO THE CLIENT IMMEDIATELY.

1.6  FOUNDATION TO BOUNDARY WALLS NOT TO

ENCROACH  OVER BOUNDARY LINES.

1.7  ALL ELECTRICAL AND DRAINAGE WORK TO BE

EXECUTED BY REGISTERED TRADESMEN.

1.8  LINTELS TO BE INSTALLED IN ACCORDANCE WITH  

MANUFACTURERS INSTRUCTIONS.

1.9  ANT POISONING UNDER ALL SURFACE BEDS.

2.0  CONTRACTOR SHALL TAKE ALL NECESSARY

PRECAUTION TO AVOID ANY DAMAGE WHATSOEVER TO

EXISTING BUILDINGS & FENCES.

2.1 DPC. TO ALL WINDOW CILLS AND UNDER SURFACE  

BEDS UNDER SUPER STRUCTURE WALLS.

2.2  A MINIMUM OF 2SET OF AIR BRICKS IN EACH ROOM

ABOVE EVERY WINDOW OPENNING OR UNLESS SPECIFIED

2.3  BRICK FORCE EVERY 5 COURSES, AND EVERY 3

COURSES OR AS SPECIFIED BY THE ENGINEER

PROJECT NUMBER

3/18/2024

3/18/2024

3/18/2024

NO. DATE REVISION DRAWN

3/18/2024

ZIMSTATS

7

7

6

6

5

5

4

4

3

3

2

2

1

1

11,454 8,169 6,684 8,922 4,439 7,994

0.000

3.850

6.850

9.850

12.850

15.850

18.850

22.000

0.000

3.850

6.850

9.850

12.850

15.850

18.850

22.000

mild steel round tubes
35mm dia @ 150mm
a/c  grill fixed to ms C-
section framing

existing r.c floor slab to
receive new screed and
floor finish

existing r.c floor slab to
receive new screed and
floor finish

existing r.c floor slab to
receive new screed and
floor finish

existing r.c floor slab to
receive new screed and
floor finish

mild steel round tubes
35mm dia @ 150mm
a/c  grill fixed to ms C-
section framing

Canteen

Offices

existing r.c floor slab to
receive new screed and
floor finish

Female ablutions

Offices Female ablutions

Offices Female ablutions

Offices Female ablutions

Offices Female ablutions

existing r.c roof slab to
receive new damp proofing

existing r.c roof slab to
receive new damp proofing

Courtyard

existing foundation
depth and design to
be examined by the
engineer.

existing foundation
depth and design to
be examined by the
engineer.

existing parapet
wall to be made
good

existing parapet
wall to be made
good

Finished floor level

1st Finished floor level

2nd Finished floor level

3rd  Finished floor level

4th  Finished floor level

5th  Finished floor level

6th  Finished floor level

Finished floor level

1st Finished floor level

2nd Finished floor level

3rd  Finished floor level

4th  Finished floor level

roof slab level

6th  Finished floor level

roof slab level

50x100mm SW treated
timber frame vine
over Courtyard

PHASE 01 S01 1:100



GSPublisherVersion 0.0.100.100

NOTES.

SIGNATURE DATE
SHEET SIZE

A1

VERIFIED

DRAWN

DESIGNED
SCALE

STATUS LEGEND

T    =TENDER
I     = INFORMATION

C   = CONSTRUCTION

DRAWING TITLE

as shown

CLIENT
VALIDATED

AB = AS BUILT

STATUS

ARCHITECT

PROJECT TITLE 

Notes :
This drawing is the property of

STUDIO FIVE ARCHITECTS
and shall not be traced, photographed or reproduced in any
manner, nor used for any purpose whatsoever except by written
permission of STUDIO FIVE. Figured dimensions to be taken in
preference to scaling off drawings.
All relevant details, dimensions and levels to be checked on the site
before any work is commenced.
The manufacturer is to check all dimensions on the drawings
and on the site with the contractor before commencing manufacture.

S5 ARCHITECTS

S5 ARCHITECTS

S5 ARCHITECTS

S5 ARCHITECTS

DRAWING NUMBER

PURPOSE

06.2.2

#Project Status

PHASE 01 S02

#Pln

EMAIL:

ADDRESS: CELL

PHASE 01

SHEET NUMBER

Office  No  5
Chaifont Road
Greencroft
Harare

Tel: 024 2332 987

Cell     : +263 (0) 783 934 290
           : +263 (0) 775 257 104

       : +263 (0) 772 690 587
       : +263 (0) 719 690 587
       : +263 (0) 772 807 122

: +263 (0) 719 807 122

admin@studio5architects.com
info@studio5architects.com

1.0   ANY ERRORS, DISCREPANCIES OR OMISSIONS TO

BE REPORTED TO THE ARCHITECT IMMEDIATELY.

1.1   ALL WORK TO BE IN ACCORDANCE WITH GOOD AND

ACCEPTED LOCAL BUILDING PRACTICE.

1.2   FIGURED DIMENSIONS TO BE TAKEN IN

PREFERENCE TO SCALED DIMENSIONS.

1.3  THESE DRAWINGS TO BE READ IN ACCORDANCE

WITH ENGINEERS AND OTHER CONSULTANT DRAWINGS.

1.4  ALL BUILDING BYE-LAWS, HEALTH AND FIRE

REQUIREMENTS TO BE STRICTLY ADHERED TO.

1.5  THE CONTRACTOR WILL BE RESPONSIBLE FOR THE

CORRECT SETTING OUT OF THE WORK ANY DOUBT AS TO

THE  ACCURACY OF BOUNDARY PEGS OR LINES TO BE

REPORTED TO THE CLIENT IMMEDIATELY.

1.6  FOUNDATION TO BOUNDARY WALLS NOT TO

ENCROACH  OVER BOUNDARY LINES.

1.7  ALL ELECTRICAL AND DRAINAGE WORK TO BE

EXECUTED BY REGISTERED TRADESMEN.

1.8  LINTELS TO BE INSTALLED IN ACCORDANCE WITH  

MANUFACTURERS INSTRUCTIONS.

1.9  ANT POISONING UNDER ALL SURFACE BEDS.

2.0  CONTRACTOR SHALL TAKE ALL NECESSARY

PRECAUTION TO AVOID ANY DAMAGE WHATSOEVER TO

EXISTING BUILDINGS & FENCES.

2.1 DPC. TO ALL WINDOW CILLS AND UNDER SURFACE  

BEDS UNDER SUPER STRUCTURE WALLS.

2.2  A MINIMUM OF 2SET OF AIR BRICKS IN EACH ROOM

ABOVE EVERY WINDOW OPENNING OR UNLESS SPECIFIED

2.3  BRICK FORCE EVERY 5 COURSES, AND EVERY 3

COURSES OR AS SPECIFIED BY THE ENGINEER

PROJECT NUMBER

3/18/2024

3/18/2024

3/18/2024

NO. DATE REVISION DRAWN

3/18/2024

ZIMSTATS

K

K

J

J

H

H

G

G

E

E

D

D

C

C

B

B

A

A

3,970 3,756 3,768 3,733 3,760 3,733 5,093 8,205

0.000

4.040

6.850

9.850

12.850

16.772

22.675

25.025

reinforced concrete
foundation footing (depth
and design) to engineer's
specification

dpc dpc

reinforced
concrete base
(depth and
design) to
engineer's
specification

existing r.c floor
slab to receive
new screed and
floor finish

Boardroom

existing foundation
depth and design to
be examined by the
engineer.

existing r.c floor
slab to receive
new screed and
floor finish

existing r.c floor
slab to receive
new screed and
floor finish

existing r.c floor
slab to receive
new screed and
floor finish

existing r.c floor
slab to receive
new screed and
floor finish

existing r.c floor
slab to receive
new screed and
floor finish

Boardroom

Boardroom

Reception

concrete floor slab to engineer's
specification overlain with screed
and floor finish

concrete floor slab to engineer's
specification overlain with screed
and floor finish

concrete floor slab to engineer's
specification overlain with screed
and floor finish

concrete floor slab to engineer's
specification overlain with screed
and floor finish

Lift room
lift mechanism to
be repaired/
serviced

existing r.c roof slab to
receive new damp proofing

reinforced concrete slab with damp proofing to
engineer's specification alumunium framed

louvres

alumunium framed
louvres

alumunium framed
louvres

alumunium framed
louvres

mild steel round tubes
35mm dia @ 150mm
a/c  grill fixed to ms C-
section framing

mild steel round tubes
35mm dia @ 150mm
a/c  grill fixed to ms C-
section framing

face brick finish

face brick
finish

face brick
finish

face brick
finish

new plaster and paint to
architect's approval

new plaster and paint to
architect's approval

new plaster
and paint to
architect's
approval

new plaster
and paint to
architect's
approval

LIF
T H

AL
L

Finished floor level

1st Finished floor level

2nd Finished floor level

3rd  Finished floor level

4th  Finished floor level

5th  Finished floor level

parapet wall level

roof slab level

existing foundation
depth and design to
be examined by the
engineer.

existing foundation
depth and design to
be examined by the
engineer.

Kitchen area

new plaster and paint to
architect's approval

Finished floor level

1st Finished floor level

2nd Finished floor level

3rd  Finished floor level

4th  Finished floor level

5th  Finished floor level

parapet wall level

roof slab level

PHASE 01 S02 1:100



GSPublisherVersion 0.0.100.100

NOTES.

SIGNATURE DATE
SHEET SIZE

A1

VERIFIED

DRAWN

DESIGNED
SCALE

STATUS LEGEND

T    =TENDER
I     = INFORMATION

C   = CONSTRUCTION

DRAWING TITLE

as shown

CLIENT
VALIDATED

AB = AS BUILT

STATUS

ARCHITECT

PROJECT TITLE 

Notes :
This drawing is the property of

STUDIO FIVE ARCHITECTS
and shall not be traced, photographed or reproduced in any
manner, nor used for any purpose whatsoever except by written
permission of STUDIO FIVE. Figured dimensions to be taken in
preference to scaling off drawings.
All relevant details, dimensions and levels to be checked on the site
before any work is commenced.
The manufacturer is to check all dimensions on the drawings
and on the site with the contractor before commencing manufacture.

S5 ARCHITECTS

S5 ARCHITECTS

S5 ARCHITECTS

S5 ARCHITECTS

DRAWING NUMBER

PURPOSE

06.3.1

#Project Status

MB NORTH ELEVATION

#Pln

EMAIL:

ADDRESS: CELL

MB

SHEET NUMBER

Office  No  5
Chaifont Road
Greencroft
Harare

Tel: 024 2332 987

Cell     : +263 (0) 783 934 290
           : +263 (0) 775 257 104

       : +263 (0) 772 690 587
       : +263 (0) 719 690 587
       : +263 (0) 772 807 122

: +263 (0) 719 807 122

admin@studio5architects.com
info@studio5architects.com

1.0   ANY ERRORS, DISCREPANCIES OR OMISSIONS TO

BE REPORTED TO THE ARCHITECT IMMEDIATELY.

1.1   ALL WORK TO BE IN ACCORDANCE WITH GOOD AND

ACCEPTED LOCAL BUILDING PRACTICE.

1.2   FIGURED DIMENSIONS TO BE TAKEN IN

PREFERENCE TO SCALED DIMENSIONS.

1.3  THESE DRAWINGS TO BE READ IN ACCORDANCE

WITH ENGINEERS AND OTHER CONSULTANT DRAWINGS.

1.4  ALL BUILDING BYE-LAWS, HEALTH AND FIRE

REQUIREMENTS TO BE STRICTLY ADHERED TO.

1.5  THE CONTRACTOR WILL BE RESPONSIBLE FOR THE

CORRECT SETTING OUT OF THE WORK ANY DOUBT AS TO

THE  ACCURACY OF BOUNDARY PEGS OR LINES TO BE

REPORTED TO THE CLIENT IMMEDIATELY.

1.6  FOUNDATION TO BOUNDARY WALLS NOT TO

ENCROACH  OVER BOUNDARY LINES.

1.7  ALL ELECTRICAL AND DRAINAGE WORK TO BE

EXECUTED BY REGISTERED TRADESMEN.

1.8  LINTELS TO BE INSTALLED IN ACCORDANCE WITH  

MANUFACTURERS INSTRUCTIONS.

1.9  ANT POISONING UNDER ALL SURFACE BEDS.

2.0  CONTRACTOR SHALL TAKE ALL NECESSARY

PRECAUTION TO AVOID ANY DAMAGE WHATSOEVER TO

EXISTING BUILDINGS & FENCES.

2.1 DPC. TO ALL WINDOW CILLS AND UNDER SURFACE  

BEDS UNDER SUPER STRUCTURE WALLS.

2.2  A MINIMUM OF 2SET OF AIR BRICKS IN EACH ROOM

ABOVE EVERY WINDOW OPENNING OR UNLESS SPECIFIED

2.3  BRICK FORCE EVERY 5 COURSES, AND EVERY 3

COURSES OR AS SPECIFIED BY THE ENGINEER

PROJECT NUMBER

3/18/2024

3/18/2024

3/18/2024

NO. DATE REVISION DRAWN

3/18/2024

ZIMSTATS

A

A

B

B

C

C

D

D

E

E

G

G

H

H

J

J

K

K

8,205 5,093 3,733 3,760 3,733 3,768 3,756 3,970

0.000

4.205

7.237

10.200

13.200

16.224

19.200

22.675

25.025

0.000

4.205

7.237

10.200

13.200

16.224

19.200

22.675

25.025

C-section steel framing
around around ms rail

C-section steel framing
around around ms rail

face brick to
match existing

plaster and paint to architect's approval

make good the
existing plaster

Finished floor level

1st louvre level

2nd louvre level

3rd  louvre level

4th louvre level

5th  louvre level

parapet wall level

roof slab level

5th  louvre level

underside of parapet wall

parapet wall with conc. coping

glazing

Aluminium frame louvre band

make good the
existing face
brick finish

Aluminium frame louvre band

Aluminium frame louvre band

Aluminium frame louvre band

Aluminium frame louvre band

Aluminium frame louvre band

solar shield
glazed curtain
wall

50mm dia mild
steel round tubes
@ 125 a/c

50mm dia mild
steel round tubes
@ 125 a/c

glazing

glazing

glazing

glazing

glazing

glazing

glazing

glazing

glazing

plaster and paint to architect's approval

glazing

Finished floor level

1st louvre level

2nd louvre level

3rd  louvre level

4th louvre level

5th  louvre level

parapet wall level

roof slab level

5th  louvre level

underside of parapet wall

MB NORTH ELEVATION 1:100



GSPublisherVersion 0.0.100.100

NOTES.

SIGNATURE DATE
SHEET SIZE

A1

VERIFIED

DRAWN

DESIGNED
SCALE

STATUS LEGEND

T    =TENDER
I     = INFORMATION

C   = CONSTRUCTION

DRAWING TITLE

as shown

CLIENT
VALIDATED

AB = AS BUILT

STATUS

ARCHITECT

PROJECT TITLE 

Notes :
This drawing is the property of

STUDIO FIVE ARCHITECTS
and shall not be traced, photographed or reproduced in any
manner, nor used for any purpose whatsoever except by written
permission of STUDIO FIVE. Figured dimensions to be taken in
preference to scaling off drawings.
All relevant details, dimensions and levels to be checked on the site
before any work is commenced.
The manufacturer is to check all dimensions on the drawings
and on the site with the contractor before commencing manufacture.

S5 ARCHITECTS

S5 ARCHITECTS

S5 ARCHITECTS

S5 ARCHITECTS

DRAWING NUMBER

PURPOSE

06.3.2

#Project Status

MB SOUTH ELEVATION

#Pln

EMAIL:

ADDRESS: CELL

MB

SHEET NUMBER

Office  No  5
Chaifont Road
Greencroft
Harare

Tel: 024 2332 987

Cell     : +263 (0) 783 934 290
           : +263 (0) 775 257 104

       : +263 (0) 772 690 587
       : +263 (0) 719 690 587
       : +263 (0) 772 807 122

: +263 (0) 719 807 122

admin@studio5architects.com
info@studio5architects.com

1.0   ANY ERRORS, DISCREPANCIES OR OMISSIONS TO

BE REPORTED TO THE ARCHITECT IMMEDIATELY.

1.1   ALL WORK TO BE IN ACCORDANCE WITH GOOD AND

ACCEPTED LOCAL BUILDING PRACTICE.

1.2   FIGURED DIMENSIONS TO BE TAKEN IN

PREFERENCE TO SCALED DIMENSIONS.

1.3  THESE DRAWINGS TO BE READ IN ACCORDANCE

WITH ENGINEERS AND OTHER CONSULTANT DRAWINGS.

1.4  ALL BUILDING BYE-LAWS, HEALTH AND FIRE

REQUIREMENTS TO BE STRICTLY ADHERED TO.

1.5  THE CONTRACTOR WILL BE RESPONSIBLE FOR THE

CORRECT SETTING OUT OF THE WORK ANY DOUBT AS TO

THE  ACCURACY OF BOUNDARY PEGS OR LINES TO BE

REPORTED TO THE CLIENT IMMEDIATELY.

1.6  FOUNDATION TO BOUNDARY WALLS NOT TO

ENCROACH  OVER BOUNDARY LINES.

1.7  ALL ELECTRICAL AND DRAINAGE WORK TO BE

EXECUTED BY REGISTERED TRADESMEN.

1.8  LINTELS TO BE INSTALLED IN ACCORDANCE WITH  

MANUFACTURERS INSTRUCTIONS.

1.9  ANT POISONING UNDER ALL SURFACE BEDS.

2.0  CONTRACTOR SHALL TAKE ALL NECESSARY

PRECAUTION TO AVOID ANY DAMAGE WHATSOEVER TO

EXISTING BUILDINGS & FENCES.

2.1 DPC. TO ALL WINDOW CILLS AND UNDER SURFACE  

BEDS UNDER SUPER STRUCTURE WALLS.

2.2  A MINIMUM OF 2SET OF AIR BRICKS IN EACH ROOM

ABOVE EVERY WINDOW OPENNING OR UNLESS SPECIFIED

2.3  BRICK FORCE EVERY 5 COURSES, AND EVERY 3

COURSES OR AS SPECIFIED BY THE ENGINEER

PROJECT NUMBER

3/18/2024

3/18/2024

3/18/2024

NO. DATE REVISION DRAWN

3/18/2024

ZIMSTATS

K

K

J

J

H

H

G

G

E

E

D

D

C

C

B

B

A

A

3,970 3,756 3,768 3,733 3,760 3,733 5,093 8,205

0.000

4.205

7.237

10.200

13.200

16.224

19.200

21.775

22.675

25.025

face brick to
match existing

plaster and paint to architect's
approval

solar shield
glazed curtain
wall

Finished floor level

1st louvre level

2nd louvre level

3rd  louvre level

4th louvre level

5th  louvre level

parapet wall level

roof slab level

5th  louvre level

underside of parapet wall

parapet wall with conc. copingparapet wall with conc. coping

make good the
existing face
brick finish

solar shield
glazed curtain
wall

plaster and paint
to architect's
approval

50mm dia mild
steel round tubes
@ 125 a/c

50mm dia mild
steel round tubes
@ 125 a/c

face brick to
match existing

glazing

glazing

glazing

glazing

glazing

glazing

glazing

glazing

plaster and paint to architect's approval

glazing

Finished floor level

1st louvre level

2nd louvre level

3rd  louvre level

4th louvre level

5th  louvre level

parapet wall level

roof slab level

5th  louvre level

underside of parapet wall

glazing

glazing

glazing

glazing

glazing

glazing

face brick to
match existing

MB SOUTH ELEVATION 1:100



GSPublisherVersion 0.0.100.100

NOTES.

SIGNATURE DATE
SHEET SIZE

A1

VERIFIED

DRAWN

DESIGNED
SCALE

STATUS LEGEND

T    =TENDER
I     = INFORMATION

C   = CONSTRUCTION

DRAWING TITLE

as shown

CLIENT
VALIDATED

AB = AS BUILT

STATUS

ARCHITECT

PROJECT TITLE 

Notes :
This drawing is the property of

STUDIO FIVE ARCHITECTS
and shall not be traced, photographed or reproduced in any
manner, nor used for any purpose whatsoever except by written
permission of STUDIO FIVE. Figured dimensions to be taken in
preference to scaling off drawings.
All relevant details, dimensions and levels to be checked on the site
before any work is commenced.
The manufacturer is to check all dimensions on the drawings
and on the site with the contractor before commencing manufacture.

S5 ARCHITECTS

S5 ARCHITECTS

S5 ARCHITECTS

S5 ARCHITECTS

DRAWING NUMBER

PURPOSE

06.3.3

#Project Status

MB EAST ELEVATION

#Pln

EMAIL:

ADDRESS: CELL

MB

SHEET NUMBER

Office  No  5
Chaifont Road
Greencroft
Harare

Tel: 024 2332 987

Cell     : +263 (0) 783 934 290
           : +263 (0) 775 257 104

       : +263 (0) 772 690 587
       : +263 (0) 719 690 587
       : +263 (0) 772 807 122

: +263 (0) 719 807 122

admin@studio5architects.com
info@studio5architects.com

1.0   ANY ERRORS, DISCREPANCIES OR OMISSIONS TO

BE REPORTED TO THE ARCHITECT IMMEDIATELY.

1.1   ALL WORK TO BE IN ACCORDANCE WITH GOOD AND

ACCEPTED LOCAL BUILDING PRACTICE.

1.2   FIGURED DIMENSIONS TO BE TAKEN IN

PREFERENCE TO SCALED DIMENSIONS.

1.3  THESE DRAWINGS TO BE READ IN ACCORDANCE

WITH ENGINEERS AND OTHER CONSULTANT DRAWINGS.

1.4  ALL BUILDING BYE-LAWS, HEALTH AND FIRE

REQUIREMENTS TO BE STRICTLY ADHERED TO.

1.5  THE CONTRACTOR WILL BE RESPONSIBLE FOR THE

CORRECT SETTING OUT OF THE WORK ANY DOUBT AS TO

THE  ACCURACY OF BOUNDARY PEGS OR LINES TO BE

REPORTED TO THE CLIENT IMMEDIATELY.

1.6  FOUNDATION TO BOUNDARY WALLS NOT TO

ENCROACH  OVER BOUNDARY LINES.

1.7  ALL ELECTRICAL AND DRAINAGE WORK TO BE

EXECUTED BY REGISTERED TRADESMEN.

1.8  LINTELS TO BE INSTALLED IN ACCORDANCE WITH  

MANUFACTURERS INSTRUCTIONS.

1.9  ANT POISONING UNDER ALL SURFACE BEDS.

2.0  CONTRACTOR SHALL TAKE ALL NECESSARY

PRECAUTION TO AVOID ANY DAMAGE WHATSOEVER TO

EXISTING BUILDINGS & FENCES.

2.1 DPC. TO ALL WINDOW CILLS AND UNDER SURFACE  

BEDS UNDER SUPER STRUCTURE WALLS.

2.2  A MINIMUM OF 2SET OF AIR BRICKS IN EACH ROOM

ABOVE EVERY WINDOW OPENNING OR UNLESS SPECIFIED

2.3  BRICK FORCE EVERY 5 COURSES, AND EVERY 3

COURSES OR AS SPECIFIED BY THE ENGINEER

PROJECT NUMBER

3/18/2024

3/18/2024

3/18/2024

NO. DATE REVISION DRAWN

3/18/2024

ZIMSTATS

1

1

2

2

3

3

4

4

5

5

6

6

7

7

7,994 4,439 8,922 6,684 8,169 11,454

0.000

3.499

4.205

6.160

7.237

10.200

13.200

15.850

16.622

19.200

21.775

22.675

24.85025.025

0.000

3.499

4.205

6.160

6.850
7.237

9.850
10.200

13.200

15.850

16.622

18.850
19.200

21.77521.850

22.675

24.850
25.025

face brick to
match existing

plaster and paint to architect's approval

Finished floor level

1st louvre level

2nd louvre level

3rd  louvre level

4th louvre level

5th  louvre level

parapet wall level

roof slab level

5th  louvre level

underside of parapet wall

face brick finish to
match existing

Aluminium frame louvre band

Aluminium frame louvre band

Aluminium frame louvre band

Aluminium frame louvre band

Aluminium frame louvre band

Aluminium frame louvre band

50mm dia mild
steel round tubes
@ 125 a/c

glazing

Finished floor level

1st louvre level

2nd louvre level

3rd  louvre level

4th louvre level

5th  louvre level

parapet wall level

roof slab level

5th  louvre level

underside of parapet wall

50mm dia mild
steel round tubes
@ 125 a/c

glazingglazing

face brick finish to
match existing

face brick finish to
match existing

face brick finish to
match existing

plaster and paint
to architect's
approval

plaster and paint
to architect's
approval

plaster and paint
to architect's
approval

plaster and paint
to architect's
approval

plaster and paint
to architect's
approval

plaster and paint
to architect's
approval

MB EAST ELEVATION 1:100



GSPublisherVersion 0.0.100.100

NOTES.

SIGNATURE DATE
SHEET SIZE

A1

VERIFIED

DRAWN

DESIGNED
SCALE

STATUS LEGEND

T    =TENDER
I     = INFORMATION

C   = CONSTRUCTION

DRAWING TITLE

as shown

CLIENT
VALIDATED

AB = AS BUILT

STATUS

ARCHITECT

PROJECT TITLE 

Notes :
This drawing is the property of

STUDIO FIVE ARCHITECTS
and shall not be traced, photographed or reproduced in any
manner, nor used for any purpose whatsoever except by written
permission of STUDIO FIVE. Figured dimensions to be taken in
preference to scaling off drawings.
All relevant details, dimensions and levels to be checked on the site
before any work is commenced.
The manufacturer is to check all dimensions on the drawings
and on the site with the contractor before commencing manufacture.

S5 ARCHITECTS

S5 ARCHITECTS

S5 ARCHITECTS

S5 ARCHITECTS

DRAWING NUMBER

PURPOSE

06.3.4

#Project Status

MB WEST ELEVATION

#Pln

EMAIL:

ADDRESS: CELL

MB

SHEET NUMBER

Office  No  5
Chaifont Road
Greencroft
Harare

Tel: 024 2332 987

Cell     : +263 (0) 783 934 290
           : +263 (0) 775 257 104

       : +263 (0) 772 690 587
       : +263 (0) 719 690 587
       : +263 (0) 772 807 122

: +263 (0) 719 807 122

admin@studio5architects.com
info@studio5architects.com

1.0   ANY ERRORS, DISCREPANCIES OR OMISSIONS TO

BE REPORTED TO THE ARCHITECT IMMEDIATELY.

1.1   ALL WORK TO BE IN ACCORDANCE WITH GOOD AND

ACCEPTED LOCAL BUILDING PRACTICE.

1.2   FIGURED DIMENSIONS TO BE TAKEN IN

PREFERENCE TO SCALED DIMENSIONS.

1.3  THESE DRAWINGS TO BE READ IN ACCORDANCE

WITH ENGINEERS AND OTHER CONSULTANT DRAWINGS.

1.4  ALL BUILDING BYE-LAWS, HEALTH AND FIRE

REQUIREMENTS TO BE STRICTLY ADHERED TO.

1.5  THE CONTRACTOR WILL BE RESPONSIBLE FOR THE

CORRECT SETTING OUT OF THE WORK ANY DOUBT AS TO

THE  ACCURACY OF BOUNDARY PEGS OR LINES TO BE

REPORTED TO THE CLIENT IMMEDIATELY.

1.6  FOUNDATION TO BOUNDARY WALLS NOT TO

ENCROACH  OVER BOUNDARY LINES.

1.7  ALL ELECTRICAL AND DRAINAGE WORK TO BE

EXECUTED BY REGISTERED TRADESMEN.

1.8  LINTELS TO BE INSTALLED IN ACCORDANCE WITH  

MANUFACTURERS INSTRUCTIONS.

1.9  ANT POISONING UNDER ALL SURFACE BEDS.

2.0  CONTRACTOR SHALL TAKE ALL NECESSARY

PRECAUTION TO AVOID ANY DAMAGE WHATSOEVER TO

EXISTING BUILDINGS & FENCES.

2.1 DPC. TO ALL WINDOW CILLS AND UNDER SURFACE  

BEDS UNDER SUPER STRUCTURE WALLS.

2.2  A MINIMUM OF 2SET OF AIR BRICKS IN EACH ROOM

ABOVE EVERY WINDOW OPENNING OR UNLESS SPECIFIED

2.3  BRICK FORCE EVERY 5 COURSES, AND EVERY 3

COURSES OR AS SPECIFIED BY THE ENGINEER

PROJECT NUMBER

3/18/2024

3/18/2024

3/18/2024

NO. DATE REVISION DRAWN

3/18/2024

ZIMSTATS

7

7

6

6

5

5

4

4

3

3

2

2

1

1

11,454 8,169 6,684 8,922 4,439 7,994

0.000

4.205

6.160

6.700

7.237
7.500

9.850
10.200
10.500

12.700

13.200
13.500

15.850
16.224
16.622

19.200

21.775

22.675

25.025

0.000

4.205

7.237
7.500

9.850
10.200
10.500

12.700

13.200
13.500

16.224
16.622

19.200

21.775

22.675

25.025

make good the
existing plaster

make good the
existing plaster

make good the
existing face
brick finish

make good the
existing face
brick finish

make good the
existing face
brick finish

solar shield
glazed curtain
wall

solar shield
glazed curtain
wall

Finished floor level

1st louvre level

2nd louvre level

3rd  louvre level

4th louvre level

5th  louvre level

parapet wall level

roof slab level

Finished floor level

1st Finished floor level

2nd Finished floor level

3rd  Finished floor level

4th  Finished floor level

5th  Finished floor level

parapet wall level

roof slab level

5th  louvre level

underside of parapet wall

parapet wall with conc. copingparapet wall with conc. coping

solar shield
glazed curtain
wall

solar shield
glazed curtain
wall

Aluminium frame louvred
curtain wall

make good the
existing face
brick finish

make good the
existing face
brick finish

make good the
existing face
brick finish

MB WEST ELEVATION 1:100


	2023 ZIMSTATS REV03 - UPDATED PHASE 01 SCHEDULES
	06 PHASE 01 CONSTRUCTION
	06.1 PHASE 01 FLOOR LAYOUTS
	06.1.1 Layout
	06.1.2 Layout
	06.1.3 Layout
	06.1.4 Layout
	06.1.5 Layout
	06.1.6 Layout
	06.1.7 Layout
	06.1.8 Layout

	06.2 PHASE 01 SECTIONS
	06.2.1 Layout
	06.2.2 Layout

	06.3 PHASE 01 ELEVATIONS
	06.3.1 Layout
	06.3.2 Layout
	06.3.3 Layout
	06.3.4 Layout




